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AQM 60 Customer Application Sheet

	Company Name:
	

	Requested Delivery Date:
	

	Quantity of Units:
	

	
	


	Please specify each section:
	Please make additional comments below:

	1. Application


	

	· Urban air quality monitoring

· Traffic / roadside monitoring

· Tunnel monitoring

· Fenceline / perimeter monitoring

· Forest & park monitoring

· Indoor monitoring

· Remote site monitoring
· Other (please specify)
	

	2. Location & Climate
	See AQM Installation & Commissioning Guide for details

	· City/State (please specify)
· Climate temperature (min, max, average)
· Weather features (wind, storms, dust etc)
· Gas interference sources (please specify)           
· Stationary installation

· Mobile installation

· Power availability (please specify)
	

	3. Gas Modules
	Standard configuration accommodates 1-4 gas modules

	· Ozone (GSS)

· Nitrogen Dioxide (GSS)

· Carbon Monoxide (GSS)

· Volatile Organic Compounds (GSS)

· Volatile Organic Compounds (PID)

· Non Methane Hydrocarbons (GSS)

· Hydrogen Sulphide (GSS)

· Carbon Dioxide (NDIR)

· Sulphur Dioxide (GSS)

· Other (please specify)
	

	4. Particle Monitor Options
	Forward light scattering nephelometer with sharp cut cyclone

	· PM10

· PM2.5

· Other (please specify)
	

	Please specify each section:
	Please make additional comments below:

	5. Additional Sensors
	Integration of additional sensors is subject to configuration

	· Basic wind speed & direction sensor
· Sonic wind speed & direction sensor
· Weather station 6-parameters
· Air temperature

· Air humidity

· Wind speed

· Wind direction

· Barometric pressure

· Liquid precipitation
· Noise monitor (please specify)
· Auxiliary input module (specify inputs) 

· Other (please specify)
	

	6. Environmental Management
	Thermal Management System (TMS) must suit environment

	· Standard TMS (-20 to 40°C | 0 to 104°F)
· No TMS (selected products & applications)
· Solar radiation shields (direct sun protection)
· Additional heating (< -20°C | < 0°F)
· Premium cooling (40 to 50°C | 104 to 122°F)
· Extreme cooling (> 50°C | > 122°F)
· Humidity control

· Additional insulation

· Other (please specify)
	

	7. Power Options
	

	· Standard AC mains power (100-240VAC)
· UPS / Battery backup (please specify)
· Solar power option (please specify location)
· Additional power option (please specify)
	

	8. Enclosure & Security Options
	

	· Standard FRP enclosure s/w key locks                         

· High security enclosure (steel)

· Additional security options (please specify)
· Painted enclosure (specify colour & code)
	

	9. Mounting Options
	See AQM Installation & Commissioning Guide for details

	· Standard mounting kit (wall mount brackets) 
· Optional pole mounting kit

· Custom mounting option (please specify)
	

	10. Communication Options
	Remote communication, service & condition monitoring

	· Standard RS232 output only                               

· GSM / GPRS Modem

· RF Modem

· Internet-based communication

· Networking (please specify)
· Other (please specify)
	

	Please specify each section:
	Please make additional comments below:

	11. Scheduled Spare Parts 
	Includes consumables, spare parts & gas modules

	· Replacement air inlet filters

· Replacement zero-air scrubber kit

· Replacement bulk scrubber media

· Replacement pumps

· Spare gas modules

· Spare SD cards

· Service tool package

· Other (please specify)
	

	
	

	
	


	14. Additional Notes



















































































Version 1.1 May 2009


